
 
 
 
 

 
 
 
 
 

ASSEMBLY INSTRUCTIONS: Wrap-Around® Felt Glides 
 
 

For good and easy installation it is important that you first read the text below carefully. This 
prevents problems or annoyances and saves you time. 

Note: Never touch the adhesive layer with your fingers and stick the Wrap-Around® correctly 
around the round tube in one go. 

 
 

Method: 

1. First remove any “old” felt glides from the tube. 
2. Clean and degrease the tube all around with Isopropyl Alcohol and make sure that the 

degreaser has evaporated and the tube is completely dry again. (Using another degreaser 
can leave residue). 

3. Place the chair on, for example, the table and determine where you want to attach the four 
Wrap-Around® felt glides and do this by placing the Wrap-Around® under the seat tube at 
the place where you are going to stick. (Without the protective sheet of the glue layer). 

4. Take the first Wrap-Around® you want to stick and remove the backing from the glue layer, 
starting in the middle. 

5. Now place the Wrap-Around® under the seat where you want to stick it and gently press the 
tube onto the Wrap-Around® so that the vinyl pressure pad forms properly around the tube. 

6. Fold the wings around the tube and fix it all around the tube in one go. Pulling it off is 
possible, but will damage the adhesive layer. 

7. Repeat this step one by one on all felt glides. 
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